...Innovative liquid vaporizing and gas mixing solutions

lAutomatically minimizes electric power required to
meet your propane vapor demand.

lFully automated - no operator required.
lReduces wear.
lReduces maintenance requirements.
lEconomic Savings:
Competitors Electric
Waterbath Vaporizer

XP with Economy

Capacity

80 US gallons/hr.

80 US gallons/hr.

Electric energy required:

25 kw

20kw

Cost of electricity:

$0.10/kw-h

$0.10/kw-h

Hours of operation per day:

24 hrs

24 hrs

Cost of operation (cold day):

$60/day

$48/day

Cost of operation (warm day):

$60/day

$24/day

lUsing the XP:
You save $12/day on cold days:

20% operational cost savings.

You save $36/day on warm days: 60% operational cost savings.
*The XP requires less electric power because it is 98% efficient.
Assumes constant 80 gal/hr load and assumes natural vaporization
handles 50% of daily requirement on warm days.
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Innovative Thermal Solutions

NOTES
1.

BY OTHERS

2.

INSTALL VAPORIZER PER NFPA 58 AND 70 (NEC)

3.

INSTALL VAPORIZER OUTLET REGULATOR UPSTREAM
OF TANK VAPOR PRESSURE CONNECTION POINT.

4.

SET VAPORIZER OUTLET REGULATOR 2-4 PSIG HIGHER
THAN TANK VAPOR PRESSURE REGULATOR SET POINT.

VAPOR BY-PASS LINE 1

ISOLATION VALVE

1

VAPORIZER OUTLET
REGULATOR

1

ISOLATION VALVE
(VAPOR TO LOAD)

TANK VAPOR PRESSURE REGULATOR 1

STORAGE TANK

1

1

RELIEF VALVE
W/RAIN CAP
SOLENOID VALVE

1

PRESSURE GAUGE

STRAINER 1
ISOLATION VALVE W/
HYDROSTATIC RELIEF

1

SEAL OFF
REQUIRED

HYDROSTATIC RELIEF 1

1
LIQUID

ELECTRICAL
SERVICE REQUIRED

ECONOMY PRESSURE SWITCH

Specifications
w The economy option can be installed in the factory or
added to an existing XP vaporizer in the field.

w Includes automatic restart option to restart the vaporizer in
the event of a power failure.

w The economy operation option minimizes the electric

power required to meet your vapor demand by shutting off
the vaporizer when the natural vaporization rate of the
storage tank is able to supply enough vapor to meet the
demand.

w When the vaporizer is shut off, vapor is supplied to the

load via a vapor bypass line linking the storage tank vapor
space and the vapor distribution line downstream of the
vaporizer.
w When natural vaporization can no longer meet the vapor
demand due to decreased tank pressure, the economy
system automatically energizes the vaporizer.
w The vaporizer supplies the demand until natural
vaporization from the tank is again sufficient to supply the
load.
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